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Introduction

CongratulationsonyourpurchaseoftheModelCO220CarbonDioxideMeter.Thismeter

measuresCO2concentration,airtemperature,andrelativehumidity.TheCO200includesa99

MemoryDataloggerforstoringandretrievingreadingswithdateandtimestamping.


Theaudiblealarmsmakethisisanidealinstrumentforindoorairquality(IAQ)diagnostics.

Carbondioxide(CO2)isagaseouscomponentoftheearth’satmosphere.Theconcentrationof

CO2innaturalambientairisapproximately0.04%or400ppm.


Thismeterisshippedfullytestedandcalibratedand,withproperuse,willprovideyearsof

reliableservice.Pleasevisitourwebsite(www.extech.com)tocheckforthelatestversionofthis

UserGuide,ProductUpdates,andCustomerSupport.



FEATURES


 ExtraLargeLCDsimultaneouslydisplaysCO2Level,AirTemperature,&RelativeHumidity

 DisplayedCalendarClock.

 Six(6)iconsindicateindoorairqualitylevels(350/450/700/1000/1250/5000ppm)

 StableNDIRsensorforCO2detection

 AutomaticBaselineCalibration(ABC)function

 AudiblehighCO2concentrationalarmwithselectablehighalarmthreshold

 DewPointandWetBulbtemperaturemeasurements



Descriptions

METER

1. CO2reading

2. RelativeHumidityReading

3. AirTemperatureReading

4. Time/DateDisplay

5. SETbutton

6. ESC–MEMbutton

7. SELECT–RECALLbutton

8. C/F‐%RHbutton

9. CO2button

10. ACadaptorjack



NOTE:CO2,TemperatureandRHsensorsonrearofinstrument
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DISPLAYSYMBOLDESCRIPTIONS

ppm CO2concentrationunitofmeasure

 350ppmto450ppm

 450ppmto700ppm

 700ppmto1000ppm

 1000ppmto2500ppm

 2500ppmto5000ppm

 5000ppmandabove

AirTemp AirTemperature

TWA TimeWeightedAverage(8hrs)

STEL Short‐TermExposureLimit(15minuteweightedaverage)

IPS% Literspersecondperperson

cfm/p Cubicfeetperminuteperperson

WB WetBulbtemperature

DP DewPointtemperature

MAX/MIN MaximumorMinimumreading





PUSH‐BUTTONDESCRIPTION

SET Entersetupmode

Saveandconfirmsettings

ESC‐MEM Exitsetupandprogrammingpages

 Endacalibrationsession

 MemoryDatalogger(99points)

SELECT/RECALL Select/RecallandClearDataloggerMemoryReadings

o
C/

o
F‐%RH Temperature/RelativeHumidityModes/TemperatureUnitchanging

CO2 CO2modepagestepping
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Operation

POWERINGTHEINSTRUMENT

Power the unit by plugging the AC adaptor into themeter and

intoanACsource.ThemeterwillswitchONwithashortbeep.

Pleaseuseanappropriatepowersource:100to240VAC(50‐60Hz).

The AC adaptor’s output voltage is 7.5 to 9.0V and its output

currentis0.5A.Useof3
rd
partyACadaptorcandamagethemeter.

TheLCDwilldisplaythecurrentCO2concentration,airtemperature,

relativehumidity,date,andtime(dateandtimetoggleevery10

seconds).Sixfacialiconsindicatetheindoorairqualityleveland

appearonthetop‐tierdisplayarea(seefigureatrightandthe

sectiontitledDisplaySymbolsearlierinthisguideforadditional

details).

CO2MEASUREMENTCONSIDERATIONS

ThemeterstartsmeasuringwhenpoweredONandupdatesreadingsevery6seconds.

Responsetimeis10secondsforCO2and2secondsforRelativeHumidity.

Iftheenvironmentalconditionschange(forexample,alowtohightemperatureswing)please

allow30secondsforCO2readingsand30minutesforRelativeHumidityreadingstostabilize.

NOTE:DonotholdthemeterclosetothemouthoranyothersourceofCO2.

CHANGETHETEMPERATUREUNITS(
o
C/

o
F)

Thechangethedisplayedtemperatureunitsofmeasure:

1. PressandholdtheSETbutton

2. WhileholdingtheSETbutton,pressthe
o
C/

o
Fbutton

3. Repeatthesestepstochangetheunitsagain
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CO2DISPLAYPAGES

PresstheCO2buttontochangetheCO2displaypageonthetop‐tierLCDarea.Thepagesare

shownbelowforCO2,Max‐Min,TWA,STEL,IPS%andcfm/p.









TIMEWEIGHTEDAVERAGE(TWA)

TWAisTimeWeightedAverage(8hours);themeterupdatesthereadingevery60seconds.If

themeterhasbeenpoweredonforlessthan8hours,theTWAvaluewillbetheweighted

averageofreadingstakensincetheunitwaspoweredON.

SHORT‐TERMEXPOSURELIMIT(STEL)

STEListheShort‐TermExposureLimit(15minutesweightedaverage);themeterupdates

readingsevery60seconds.Ifthemeterhasbeenpoweredonforlessthan15minutes,theSTEL

valueshowstheweightedaverageofreadingtakensincetheunitwaspoweredON.

LPS%

LPS%representsLiterspersecondperperson.

CFM/P

CFM/PrepresentsCubicFeetperMinuteperperson.
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VENT.R(CO2‐baseddemand‐controlledventilation)

CO2‐baseddemand‐controlledventilationreferstothepracticeofusingcarbondioxide

concentrationsasanindicatorforaper‐personventilationrate.Inthiscontext,CO2ismonitored

asabyproductofrespirationratherthanasanindoorcontaminant.Therateatwhichpeople

produceCO2varieswithdietandhealth,aswellaswiththedurationandintensityofphysical

activity.Themoreexertionanactivityentails,themorecarbondioxideisproduced.

CHANGINGTHE2NDTIERDISPLAYCOMBINATION

RepeatedpressesoftheC/F‐RH%buttonstepthroughthefollowingcombinationsof

parameters:

 Humidity+AirTemperature

 Humidity+WebBulbTemperature

 Humidity+DewPointTemperature

MAX/MINMEMORY

ThemeterautomaticallyrecordsMaximumandMinimumreadingswhenthemeterisswitched

ON.Inthenormalmode,presstheCO2buttontoseethemaximumandminimumlevelsofCO2.

WhileviewingtheMaxorMinreading,pressandholdtheSELECT/RECALLbuttontoresetthe

MAXorMINmemory.The“Clr”iconwillappearfor2secondsandthedisplaywillbegintracking

newMAXandMINreadings.

DATALOGGERMEMORY99READINGS

Theusercanstoreupto99CO2readingsinmemoryforlaterrecall.

PresstheESC‐MEMbuttonmomentarilytosavethecurrentCO2

readingwithdate/timestamp.Themeterwillemitashortbeepand

thememorylocationnumberwillreplacetheRHreadingfor2

secondsbeforereturningtotheRHreading.

Oncethememoryisfull,themeterwilloverwritethefirstdatapoint

storedandcontinuetooverwriteexistingreadingsasnewreadings

arestored.

TorecallthedatausetheSELECT/RECALLbutton.Themiddletierdisplaywillshowthe

memorylocationnumberandthetoptierdisplaywillshowthestoredreadinginppm.The

bottomtierdisplayshowsthedate/timestampforthedisplayedreading.

Pressthe
o
C/

o
F‐RH%buttonmomentarilytoreturntothenormaloperatingmode.

PressandholdtheSELECT/RECALLbuttontoresetthe99pointmemorybank,the“Clr”iconwill

appearfor2secondsbeforereturningtothenormaldisplaymode.
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SetupMode

PressandholdtheSETbuttonfor2secondsfromthenormalmodeofoperationtoaccessthe

SETUPmode.

SettingYear

Whenthetwo‐digityearnumberappears,usetheSELECTbuttontoincreasetheyearvalue.

PressSETtomovetothenextsetting

SettingMonth

Whenthetwo‐digitmonthappearsontheLCDpressSELECTtoincreasethemonth.PressSETto

saveandmovetothenextsetting.

SettingDate

Whenthetwo‐digitdateappearsonLCDpressSELECTtoincreasethedate.PressSETbuttonto

saveandmovetothenextsetting.

SettingHours

Whenthetwo‐digithourappearsontheLCDpressSELECTtoincreasethehour.PressSETto

movetothenextsetting.

SettingMinutes

Whenthetwo‐digitminutesvalueappearsontheLCDpressSELECTtoincreasetheminutes.

PressSETtomovetothenextsetting.

SettingSeconds

Whenthetwo‐digitsecondsvalueappearsontheLCDpressSELECTtoincreasetheseconds.

PressSETtomovetothenextsetting(highalarmbelow).

HighCO2Alarm

IntheSETUPmode,afterthedateandtimeareset(asdetailedabove)theA‐oniconwillbe

displayedintheupperdisplay.PresstheSELECTbuttontoswitchthealarmONorOFF.See

diagrambelow.



WhenthealarmisON,presstheSETbuttontosavethesettingandmovetoCO2alarmsetting.

ThemetershowsCO21000ppmasthedefaultalarm.TochangetheHighAlarm,pressthe

SELECTbuttontoincreasethevalue(pressandholdtheSELECTbuttontoscrollfaster).PressSET

tosaveandpressESCtoreturntothenormaloperatingmode.

Nowwhenthereadingexceedstheprogrammedlimitthemeterwillbeatoncepersecond.The

meterwillsoundthealarmuntilthereadingdoesnotexceedthealarmlimit,theuserchanges

thealarmlimitvalue,thealarmisswitchedoffasdescribedabove,orthemeterpoweris

removed.
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AutomaticBaseline(ABC)Calibration

ABC(AutomaticBaselineCalibration)establishesabaselinecalibrationtoeliminatethezerodrift

oftheinfraredsensor.TheABCfunctionisalwaysONwhenthemeterisON.ABCisdesignedto

calibratethemeterattheminimumCO2readingdetectedduring7.5dayscontinuousmonitoring

(withpoweron).ItassumesthattheareabeingtestedreceivesfreshairwithaCO2levelof

approximately400ppmatsomeperiodoftimeduringthesevendays.Itisnotsuitabletouse

desktopCO2inclosedareaswithconsistentlyhighCO2levels24hoursaday.



NOTE:Afterthemeterhasbeenpoweredforoneday,presstheCO2buttontodetermineifthe

environmentissuitablefortheautomaticbaselinecalibration.



Maintenance

Cleaningandstorage
1. Themetershouldbecleanedwithadampclothandmilddetergentwhennecessary.Donot

usesolventsorabrasives.

2. Storethemeterinanareawithmoderatetemperatureandhumidity.
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Specifications



Function Range Resolution Accuracy

CO2 0to9999ppm 1ppm ±(5%rdg+50ppm)from0to2000ppm

Temperature
‐10to60°C

14to140°F
0.1° ±0.6°C/1.0°F

RelativeHumidity 0.1to99.9% 0.1%

±3%(10to90%)

±5%(<10%or>90%)

@25°C



Display 3‐tierMulti‐functionLCD

SensorType CO2:NDIR(non‐dispersiveinfrared)technology

Humidity:Capacitancesensor;

Temperature(air):Thermistor

Datalogging 99points

OperatingConditions 0to50°C(32to122°F);5to80%RH

StorageConditions ‐20to50°C(14to122°F);5to90%RH

PowerSupply 9VDCuniversalplugadapter

Dimensions 155x87x81.5mm(6.1x3.4x3.2”)

Weight 178g(6.2oz.)

Troubleshooting



Meterwon’tpowerON Checktoseethattheadaptorisproperlypluggedin.

Slowresponse Checkthattheairflowchannelsontherearofthe

meterhaveclearance.

ErrorCodes:

E‐1 CO2sensorisdamaged Returnforrepair

E‐2 Humiditysensoris

damaged

Returnforrepair

E‐3 Temperaturesensoris

damaged

Returnforrepair

E‐4 Operatingtemperature

istoohigh

Putthemeterintypicalroom

temperaturefor30minutes,if

problempersists,returnforrepair

E‐5 Operatingtemperature

istoolow

Putthemeterintypicalroom

temperaturefor30minutes,if

problempersists,returnforrepair

E‐6 Hardwarefailed Returnforrepair
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CO2LevelsandGuidelines

IMPORTANTLIABILITYNOTE

TheCO2guidelinedataprovidedhereismeantforinformationalpurposesonlyandisnot

intendedasadirectrecommendationfromExtechInstrumentsorFLIRSystems.Theuser

musttakefullresponsibilitywhendetermininghowthisinformationistobeused.


Non‐EnforcedReferencelevels

 250‐350ppm–background(normal)outdoorairlevel

 350‐1,000ppm‐typicallevelfoundinoccupiedspaceswithgoodairexchange.

 1,000–2,000ppm‐levelassociatedwithcomplaintsofdrowsinessandpoorair.

 2,000–5,000ppm–levelassociatedwithheadaches,sleepiness,andstagnant,stale,stuffy

air.Poorconcentration,lossofattention,increasedheartrateandslightnauseamayalso

bepresent.

 >5,000ppm–Exposuremayleadtoseriousoxygendeprivationresultinginpermanent

braindamage,comaandevendeath.


Regulatoryexposurelimits

 ASHRAEStandard62‐1989:1000ppm:CO2concentrationinoccupiedbuildingshouldnot

exceed1000ppm.

 OSHA:5000ppm:Timeweightedaverageoverfive8‐hourworkdaysshouldnotexceed

5000ppm

 Buildingbulletin101(Bb101):1500ppm.UKstandardsforschoolssaythatCO2averaged

overtheentireday(i.e.9amto3.30pm)shouldnotexceed1500ppm.

 Germany,Japan,Australia,UK:5000ppm,8hoursweightedaverageoccupational

exposurelimitis5000ppm.
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